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ACEITE PARA MOTORES MONOGRADO - HD

PROPIEDADES TIPICAS ACEITE PARA MOTORES DIESEL

Lubricants

®

Lubricants

®
El aceite para motores de Trabajo Pesado Mecha Tool  SAE 40 y SAE 50 son fabricados 
utilizando las más selectas bases, que en combinación con los paquetes de aditivos, 
producen una fórmula con niveles de dispersante óptimos, niveles de oxidación y corrosión 
para diferentes climas. Contiene antifricción para extrema presión, incrementadores de 
viscosidad y aditivos anti-espuma. Esta diseñado para trabajar no solo en los motores Turbo-
Diesel, sino también en los motores a gasolina en automóviles, camiones, construcción, 
minería y fincas agrícolas.

®
El aceite para motores de Trabajo Pesado Mecha Tool  SAE 40 y SAE 50 estan 
recomendados para trabajar bajo las siguientes especificaciones:
CF-2, CF, CE, CDII, CD, SJ, SH, SG, y las anteriores CCMC, PD-2, AND D-4.

Grados Disponibles SAE 40 and SAE 50.

PRESENTACION:Caja de 12 Qts, Caja de 3 Gls, Paila de 5 Gls y Tambor de 55 Gls.

www.mandjsunshine.com/mecha-tool

Clasificacion API

Viscosidad cSt at 40°C

                 cSt at 100°C

Indice de Viscosidad  

Densidad @ 15.6 °C

TBN

Color D1500

Punto de Encendido, °C 

Punto de Derrame,  °C

CF-2

149.2

15.00

101

0.855

8.0

3.5

220

-15

SAE Grade 40 50

CF-2

199.6

18.00

98

0.867

8.0

3.5

224

-12



Monograde Diesel Engine Motor Oil
Aceite Motores Diesel Monogrado

Made in U.S.A.

®MECHA TOOL  HD MONOGRADE MOTOR OIL

TYPICAL TEST DATA HEAVY DUTY MOTOR OIL

API Classification

Viscosity cSt at 40°C

               cSt at 100°C

Viscosity Index  

Gravity, API

TBN

Color D1500 

Flash Point,  °F

Pour Point,  °C 

CF-2

149.2

15.00

101

0.855

8.0

3.5

220

-15

Lubricants

®

Lubricants

Mecha Tool  SAE 40 and SAE 50 are manufactured using carefully selected premium 
®

high viscosity index base oils combined with a high performance additive package with 
optimal blending of dispersants, oxidation and corrosion inhibitors, extreme pressure anti-
wear, viscosity improver, and de-foaming additives. It is designed for use in both turbo-
charged and naturally aspirated diesel and gasoline engines used in automotive, heavy 
duty trucking, construction, mining and farm equipment.

Mecha Tool  SAE 40 and SAE 50 MOTOR OILS are suitable for use where the following 
®

specifications are recommended:

 CF-2, CF, CE, CDII, CD, SJ, SH, SG, AND FORMER CCMC, PD-2, AND D-4.

Grades Available SAE 40 and SAE 50.

PACKAGING:12 Qts Box, 3 Gl Box, 5 Gallon Pail, 55 gallon Drum

SAE Grade 40 50

CF-2

199.6

18.00

98

0.867

8.0

3.5

224

-12
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